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SPECIFICATIONS & FEATURES 
 

Node Gateway 
Weather Resistant Enclosure  Weather Resistant Enclosure  

Solar Powered Recharging  

3.7-volt Lithium-ion cell Battery 3,500mAh 

Solar Powered Recharging  

3.7-volt for the Lithium-ion cell Battery 3,500mAh 

Recharging is supported for temperatures 

between 5° C to 45°C 

Recharging is supported for temperatures 5 °C to 

45°C 

Min & Max operating temperatures  

–20° C to 60° C 

-40°C w/ cold weather battery (add on) to 60°C 

Min & Max operating temperatures  

–20° C to 60° C 

-40°C w/ cold weather battery (add on) to 60°C 

Five SDI-12 connectors  

Support for 10 devices at 12v 

LoRa Radio Transceiver 

Cellular Radio Transceiver 

Maximum Power Draw: 2 watts Support for up to 10 Node Connections 

Maximum record retention before overwriting:  

56,000 logs. 

  8GB Micro SD card Memory Expansion 

Records all M! command inputs Cellular Networks: GSM  

LoRa Radio Transceiver Cellular technology 2G, CAT-M1 (LTE)  

Standard Range Mode: 0-2 miles Line-of-Sight  

        Data rate:   201.4 b/s Range: up to 2 miles 

Complete packet forwarding to Acclima Cloud <5-

minute latency. 

Long Range Mode: 2-5 miles Line-of-Sight 

        Data rate:    66.5 b/s Range: up to 5 miles 

Scanning/Forwarding  

@ 30-minute intervals.  

Radiofrequency: 902 - 928 MHz  

(Frequency Hopping Spread Spectrum) 

Radiofrequency: 902 - 928 MHz  

(Frequency Hopping Spread Spectrum) 

Dimensions:  

Height 12.5"(w/Antenna) 7.00" (w/o Antenna)  

Width 6.63" 

Depth: 4.63"  

Weight: 2.25 lbs.;  

Package: 3.0 lbs. 

Dimensions:  

Height 12.5"(w/Antenna) 7.00" (w/o Antenna) 

Width 6.63" 

Depth: 4.63"  

Weight: 2.20 lbs.;  

Package: 2.65 lbs 




